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SPECIAL INNER TIE ROD HARDWARE
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STANDARD INNER TIE ROD HARDWARE

88-5933-0 (Each) 
Special non-serrated Inner Tie Rod 
Lock Plate for tie rod bolts.

Application:
Chrysler, G.M.

88-5931-B (Each) 
Urethane Tie Rod Bushing that 
presses into center steering tie rod 
ends. (Used in 88-5931-0 Kit)

Application:
Chrysler, G.M.

88-5905-0 (10 pcs.)
Inner Tie Rod Aluminum Drive Rivet
that locks female type tie rod end to rack.

Application:
Chrysler, Dodge, Ford, Mazda

88-5913-0 (10 pcs.)
Special Serrated Inner Tie Rod Bushing 
Lock Plate for tie rod bolts. 
(Used in 88-5915-0 Kit)

Application:
Chrysler, Dodge, Eagle

88-5915-A (Each)
Rubber/Metal Tie Rod Bushing that 
presses into center steering tie rod ends.  
(Used in 88-5915-0 Kit)

Application:
Broad Coverage

Lock Washers are used to lock inner tie rod to the rack unit.  
Jam Nuts are used to lock outer tie rod to inner tie rod.

Inner Tie Rod Hardware is sold in Bags of Ten (10) pieces.  
A quantity of One (1) will get you a bag of ten (10) pieces.

88-5915-0 (Bagged Kit)

88-5915-K (Boxed Kit)
2 Rubber/Metal Tie Rod 
Bushings with 1 Serrated 
Inner Tie Rod Bushing 
Lock Plate for center steer 
applications. 

Application:
Broad CoverageSee page 53

88-5900-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Isuzu, Nissan, Subaru, Toyota

88-5901-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Acura, Honda, Toyota



In
n
e
r 

T
ie

 R
o
d
s

STANDARD INNER TIE ROD HARDWARE

55

88-5902-0 (10 pcs.)

Inner Tie Rod Flat Washer
(1 1/4" O. D. X 9/16" I.D. X 1/8" Thick)

Application:
Acura, Honda, Toyota

88-5904-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Ford, Mazda

88-5907-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
BMW, Subaru

88-5910-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Mazda, Mitsubishi, Nissan,
Toyota, Volkswagen

88-5919-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Acura

88-5918-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Honda

88-5914-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Acura, Honda

88-5912-0 (10 pcs.)

Inner Tie Rod Jam Nut (9/16" X 18)

Application:
Broad Coverage

88-5921-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Nissan

88-5923-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Acura

88-5929-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Mazda, Nissan

88-5925-0 (10 pcs.)

Inner Tie Rod Lock Washer

Application:
Lexus


